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EN
CL

OS
UR

ES

1.800.225.0727	 WWW.TECHLIGHTUSA.COM	 111
All specifications are subject to change without notice. Please refer to www.techlightusa.com for the most current information.

 

 

 

 

  

 

 

 

 

  

 

 

 

D ESIGN

T ECHNICAL INFORMATION

O RDERING INFORMATION

CCESSORIESA 

Description Part Number

50W MV MT DUAL MSEG18-(A)-(B)

50W MV MT DUAL DSEG19-(A)-(B)

100W MV MT DUAL DSEG02-(A)-(B)

175W MV MT DUAL DSEG04-(A)-(B)

50W/100W MV MT DSEG09-(A)-(B)

50W/175W MV MT DSEG11-(A)-(B)

100W/175W MV MT DSEG07-(A)-(B)

100W MH MT DUAL DSEG16-(A)-(B)

150W MH MT DUAL DSEG17-(A)-(B)

175W MH MT DUAL DSEG06-(A)-(B)

175W MH 480V DUAL DSEG05-(A)-(B)

50W MV MT TRIPLE DSEG18-(A)-(B)

16 Gauge Lead Wire 
PSJ163 

Multiple Ballast Enclosures

SEG, DSEG, LSEGM 

Made from formed aluminum. A mounting 
bracket and removable cover come standard. 
Available with up to 175W Mercury Vapor and 
175W Metal Halide dual transformers. Triple 
enclosures available in certain wattages. The 
enclosure is finished with a durable polyester 
powdercoat paint.

Our line of dual and triple transformer 
enclosures was designed as an economical 
solution to ease installation of projects 
with multiple fixtures. Available in a 
wide range of transformer types and 
wattages. Keyhole mounts are provided 
on the backside of the enclosure for quick 
and secure mounting. Multiple finishes 
available.

10"

5.5"
6" (A) Finish

BK - Black
BZ - Bronze
GR - OD Green
WH - White
SP - Special

Option Codes


