
EN
CL

OS
UR

ES

1.800.225.0727	 WWW.TECHLIGHTUSA.COM	 109
All specifications are subject to change without notice. Please refer to www.techlightusa.com for the most current information.

 

  

 

 

 

D ESIGN

T ECHNICAL INFORMATION

O RDERING INFORMATION

CCESSORIESA 

16 Gauge Lead Wire 
PSJ163 

Description Part Number

50W MV MT MSEG23-(A)-(B)

100W MV MT MSEG02-(A)-(B)

175W MV MT MSEG04-(A)-(B)

35W MH MT MSEG17-(A)-(B)

50W MH MT MSEG05-(A)-(B)

70W MH MT MSEG06-(A)-(B)

100W MH MT MSEG07-(A)-(B)

150W MH MT MSEG08-(A)-(B)

175W MH MT MSEG09-(A)-(B)

175W MH 480V MSEG10-(A)-(B)

150W HPS 120V MSEG16-(A)-(B)

50W MH MT LONG RANGE MSEG19-(A)-(B)

70W MH MT LONG RANGE MSEG20-(A)-(B)

100W MH MT LONG RANGE MSEG21-(A)-(B)

75W LV 120V-12V MSEG11-(A)-(B)

120W LV 120V-6V MSEG13-(A)-(B)

Convenience 
Switch and Plug Lid 
Assembly
MECSA  

½" Hub on MSE 
Cover
B09  

Medium Aluminum Enclosure

SEGM  

Made from formed aluminum. A mounting 
bracket and removable cover come standard. 
Available with up to 175W Mercury Vapor, 
175W Metal Halide, 150W High Pressure 
Sodium, and 120W Low Voltage transformers. 
The enclosure is finished with a durable 
polyester powdercoat paint.

The MSEG was designed as an economical 
and versatile transformer enclosure. 
Available in a wide range of transformer 
types and wattages. Long range ignitors 
are available for 50W thru 100W Metal 
Halide. Keyhole mounts are provided on 
the backside of the enclosure for quick 
and secure mounting. Multiple finishes 
available.

9"

4"
6"

(A) Hub
H 1/2" Installed Hub
(Leave blank for no hub)

(B) Finish
BK - Black
BZ - Bronze
GR - OD Green
WH - White
SP - Special

Option Codes

3' Sign Post Stake 
with Hardware
JWSPS
(B04 needed to mount 
fixture on sign post)


